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BACKGROUND & INTRODUCTION
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LED PRODUCTS
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‘Benefit of using LED light ‘

 Environmental friendly
e Energy saving

e Maintenance cost saving
( 40,000 Hours Life)




Principle of LED light panels




LED Sheet




Pattern printing on Acrylic surface
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Types of LED Strips



LED light Sheet




Application

"#3$ $ %%$S$



Application - Double sided LED Sheet
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Application - LED Shelves



Application - Wall & floor panels



Application - LED Sandwich Panel



Benefits of LED bulb vs. incandescent light bulb
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LumiSigns

54W flood light ( out door purpose) 108W flood light , long size (outdoor)
USD 109 per piece USD 165 per piece



LED Bulbs

Available colours:
White

Daylight

Cream Yellow



LED Celling lights

Panel measurement: 600x600 mm



Availabe in various sizes

Size Framed LED sign
Ao size US$ 385
Al size US$ 240
A2 size US$ 114
A3 size US$ 57
A4 size US$ 37




LumiSigns

Size Frame size(mm) | Visual size(mm) | image size(mm) | 200-500pcs
A0 1409*1061*9 1169*821 1189*841 US$ 573
Al 1021*774*9 821*574 841*594 US$ 294
A2 734*560*9 534*360 594*420 US$ 146
A3 532*409*9 332*209 420%297 US$ 89

A4 359*272*9 277*190 297*210 US$ 48




LumiSigns

A0 US$423
Al US$230
A2 US$112
A3 US$47
A4 US$31
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Retrofit Tubelight

Product Specification

Power 8 Warrs 10 Watts 18 Watts 20 Watts 32 watts

Voltage 110v to 220 v 110v to 220 v 110v to 220 v 110v to 220 v 110v to 220 v

Voltage 50/60 hz 50/60 hz 50/60 hz 50/60 hz 50/60 hz

frequency

LED Quantity 216pcs 174pcs 342pcs 420pcs 696pcs

Size 30mm (D) x 30mm(D) x 30mm (D)x 30mm (D)x 30mm (D)x
905mm (L) 600mm(L) 1200(L)mm 1500mm(L) 1800mm (L)

Lumen 800~1000LM 500~600LM 1200~1300LM | 1200~1450LM | 2750~3000LM

Average life 40,000 hrs 40,000 hrs 40,000 hrs 40,000 hrs 40,000 hrs

span

Working -37~+55 C -37~+55 C -37~+55 C -37~+55 C -37~+55 C

temperature

Colour 3000~6500 3000~6500 3000~6500 3000~6500 3000~6500

temperature

Lux 40~45Lux 32~36Lux 67~75Lux 76~87Lux 150~180Lux




LED
TUBE

[Power factor X<0.92 pf]

[ Volatage 84v to 264 v
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Light Crown

[Tube made by PC ] [ Anodic Oxidation Globalstion

Voltage

More safety & Long
Life

Better
Quality




‘RF Interference
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LED tube vs. fluorescent tube
Comparison

(8W LED tube and 20W fluorescent tube









LED Tube Installation Guide

i
1. Remove the fluorescent tube
2. Remove the starter and ballast (short

ballast input wires)

3. Install the Led light tube




Using with ballast
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